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Generate a Signal indicative of the 
presence of a first peer device. 
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Hide a second peer device from a host so 
that the second device is controlled 
by the first peer device whenever that 
signal indicates the presence of the first device. 
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If the first device is present, reconfigure the 
second device's select to be a function of 
the first device's bus grant. 



24 




Return 



36- 

40- 



Host < ■• > 



32 



34 



First Peer 
n Device 



38 



+ 



IT 



Expansion 
Slot 



Hiding 
Module 



42 



30 



34 



44 



Second Peer 
Device 



Motherboard 



FIG. 



45 



Peripheral 



* 



2/3 










cn 




1 








Cl- 






o 




CO 





o 



r 



Csl 
CD 



CD 



i \ 



i 



"O 

3 2 



O 

oo 

8 K— >| 

o 



.5 m 

00 

o o 
9- 60 



CD 



— CO 

-o ^ 



oo 



.2 <C 

CO 

d — <— — ' 

o o 
g-c75 



CD 



-TV 



CO 




O0 



LO 



=tte 



OO 



I 



oo 



oo 
oo 



CD 
Q_ 

~7fT 



CD 



O 



CXI 

oo 



i r 0 



OO 

i r 

J- 



oo 



CO 



J L 



AAA/ 





Ci 



OO 



A 







Lj 








oo 




Q A 





CD 



_ J 







o 

1 








o 













